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Data sheet Motorized control valves, VM 2, VB 2

Description

VM 2 and VB 2 are two-way valves designed to work with Danfoss electric actuators AMV(E) 10, AMV(E) 20, AMV(E) 30 or Danfoss electric
actuators with spring return function AMV(E) 13, AMV(E) 23 and AMV(E) 33.

These VM 2 and VB 2 valves are generally recommended for use in most demanding conditions in systems such as:

« district heating,
 heating,
« hot water service with heat exchanger or storage tank where they ensure long and unproblematic performance.

Features & benefits

e SPLIT characteristic developed for most demanding applications
« High closing Ap with small sized actuators
« Several k¢ values

» Push connection for easy mechanical connection with actuator

« Control range min. 50:1

 Fast and stable regulation

» More comfort due to stable DHW temp.

« Energy saving due to stable control

» Longer lifetime of components due to less temperature oscillation
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Ordering

Product code numbers

Type

VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VM 2
VB2
VB2
VB2
VB2
VB2
VB2
VB2
VB2
VB2
VB2
VB2
VB2

Note:

Diameter [mm]

15
15
15
15
15
15
20
25
32
40
50
15
20
25
32
15
15
15
15
15
15
15
20
25
32
40
50

Connection types Connection size

External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
External Thread
Flange
Flange
Flange
Flange
Flange
Flange
Flange
Flange
Flange
Flange
Flange
Flange

G3/4A
G3/4A
G3/4A
G3/4A
G3/4A
G3/4A
G1A
G11/4A
G11/2A
G2A
G21/2A
G3/4A
G1A
G11/4A
G13/4A

1.VB 2 k , values according to VDI/VDE 2173

Example:

2-way valve VM 2; DN 15; k,, 1,6; PN 25; t
-1xVM2DN 15 valve

Code No.: 06582014

Option:

- Ix Tailpieces
Code No.: 003H6908

max
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150 °C; ext. thread

Kvs values
[m?/h]

0.25
0.40
0.63
1.00
1.60
250
4.00
6.30
10.00
16.00
25.00
4.00
6.30
8.00
10.00
0.25
0.40
0.63
1.00
1.60
2.50
4.00
6.30
10.00
16.00
25.00
40.00

Stroke [mm]

5.00
5.00
5.00
5.00
5.00
5.00
5.00
5.00
7.00
10.00
10.00
5.00
7.00
5.00
7.00
5.00
5.00
5.00
5.00
5.00
5.00
5.00
5.00
7.00
10.00
10.00
10.00

Code number VVS DK
06582010 461046004
065B2011 461046104
06582012 461046204
06582013 461046304
065B2014

065B2015 461046504
065B2016 461046006
06582017 461046008
06582018 461046010
065B2019 461046011
06582020 461046012
065B2026 461046206
06582027 461046208
06582028 461046108
06582029 461046110
065B2050 461048004
065B2051 461048104
06582052 461048204
065B2053 461048304
065B2054 461048404
065B2055 461048504
065B2056 461048604
065B2057 461048006
065B2058 461048008
065B2059 461048010
065B2060 461048011
065B2061 461048012
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Accessories code numbers

Type
Thread tailpieces

Thread tailpieces
Thread tailpieces
Thread tailpieces

Thread tailpieces

Thread tailpieces

Weld-on tailpieces
Weld-on tailpieces
Weld-on tailpieces
Weld-on tailpieces
Weld-on tailpieces
Weld-on tailpieces

Note:

For valve size

DN 15

DN 25

DN 32

DN 32

DN 40
DN 50
DN 15
DN 25
DN 32
DN 32
DN 40
DN 50

1. weld-on tailpieces (steel), ext thread (brass)
2.003H6911 and 003H6905 - for valve code No. 065B2029 (G 134 A)
3.003H6914 and 003H6906 - for valve code No. 065B2018 (G 172 A)

Spare parts code numbers

Description

VALVE INSERT VM2 DN15 KVS=1,0
VALVE INSERT VM2 DN15 KVS=1,6
VALVE INSERT VM2 DN15 KVS=2,5
VALVE INSERT VM2 DN20 KVS=4
VALVE INSERT VM2 DN25 KVS=6,3
VALVE INSERT VM2 DN32 KVS=10,0
VALVE INSERT VM2 DN40 KVS=16,0
VALVE INSERT VM2 DN50 KVS=25,0
Valve insert VM2 DN25 kvs 8
STUFFING BOX VB2
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Connection size

R1/2
G3/4

G11/4
R1
G13/4
Rp11/4

R11/4
G21/2

R11/2
R2
G3/4
G11/4
G13/4
G11/2
G2
G21/2

Code number

003H6902

003H6904

003H6905

003H6906

06582004
065B2005
003H6908
003H6910
003H6911
003H6914
065B2006
06582007

Code number

06582033
065B2034
065B2035
065B2036
065B2037
065B2038
065B2039
065B2040
065B2041
065B2070

VVS DK
451099906

451099910
451099911
451099921

451029812
451029813

451099941
451099951
451029712
451029713

VVS DK

461046833
461046864
461046835
461046836
461046837
461046838
461046839
461046840
461046868
451299412
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Overview

Application examples
Application principles

ECL
ESM
ESM_

2
1
O]

\YAYAVAVAY]

a & FV INININININ

S1

FvV I I H§ VAAAAY
AMV 10

AMV 30/33
p] AvpP M B FAVAVAYAVAY

VM2

Hot water service application with heat exchanger Heating application, indirect district heating substation
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Product details

General data

Technical data

Nominal diameter, DN 15 15 15 15 15 15 15 20 20 25 25 32 40 50
kys value, VM 2 (m3/h) 0.25 0.40 0.63 1.0 1.6 25 4.0 4.0 6.3 6.3 8.0 10 16 25
kys value, VB 2 (m3/h) 0.25 0.40 0.63 1.0 16 25 4.0 6.3 6.3 10 10 16 25 40
Stroke, VM 2 (mm) 5 5 5 5 5 5 5 5 7 5 5 7 10 10
Stroke, VB 2 (mm) 5 5 5 5 5 5 5 5 5 7 7 10 10 10
Control range >50:1 >50:1 >50:1 >50:1 >50:1 >50:1 > 50:1 >50:1 >50:1 >50:1 >50:1 >50:1 >50:1 > 50:1
Control characteristic split characteristic
Cavitation factor z =05 =05 =05 =05 =05 >05 >0.5 =05 =05 >0.5 =05 =05 >0.5 =05
Leakage acc. to standard |EC 534 max. 0,05% of kvs
Nominal pressure, PN 25 25 25 25 25 25 25 25 25 25 25 25 25 25
Medium Circulation water / Glycolic water up to 30 %
Medium pH Min. 7, Max. 10
Medium temperature (°C) 2...150
Connections, VM 2 External thread acc. to 1SO 228-1
Connections, VB 2 Flange PN 25 ass. to EN 1092-2
Ap closing pressure VM 2

Type DN (mm) k, (m3/h) AMV(E) 10/13 (bar) AMV(E) 20/23, 30/33 (bar)

VM 2 15 0.25-4.0 16 16

VM 2 20 4.0 25 25

VM 2 20 6.3 16 25

VM 2 25 6.3 16 25

VM 2 25 8.0 16 25

VM 2 32 10 16 25

VM 2 40 16 - 16

VM 2 50 25 - 16

Ap closing pressure VB 2

Type DN (mm) k,, (m*/h) AMV(E) 10/13 (bar) AMV(E) 20/23, 30/33 (bar)
VB2 15-25 0,25-10 16 16
VB2 32-50 16-40 - 16

Max. closing pressure: 16bar or 25 bar (see table above) depends on valve and actuator combination. Max. closing pressure means
that the valve can close against this pressure if the pressure is applied after closing of the valve.

Max. operating pressure: 12bar (recommended 4bar to avoid high noise level and cavitation). Max. operating pressure means no
sucking will occur in entire valve stroke and valve can close against this pressure from open position.
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Ap, [kPal
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Ap, [kPa]
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Example:
Design data:

Flow rate: 0.6 m*/h
System pressure drop: 20 kPa

Locate the horizontal line representing a flow rate of 0.6 m*/h
(line A-A). The valve authority is given by the equation:

Ap

] j—
Valve authority, a = _LAPI A7

Where:

Ap, = pressure drop across the fully open valve

Ap, = pressure drop across the rest of the circuit with a full
open valve

The ideal valve would give a pressure drop equal to the
system pressure drop (i.e. an authority of 0.5):

if: Ap, = Ap,

_ _Ap  _
O= 5 Ap =0.5

Pressure and temperature data
Pressure temperature diagram

In this example an authority of 0.5 would be given by a valve
having a pressure drop of 20 kPa at that flow rate (point B).
The intersection of line A-A with a vertical line drawn from B
lies between two diagonal lines; this means that no ideally-
sized valve is available.

The intersection of line A-A with the diagonal lines gives the
pressure drops stated by real, rather than ideal, valves. In this
case, a valve with k, 1.0 would give a pressure drop of 36.0
kPa (point C):

hence valve authority = 36?f20 =0.64

The second largest valve, with k, 1.6, would give a pressure
drop of 14 kPa (point D):

hence valve authority = 7 41;120 =041

Generally, the smaller valve would be selected (resulting in a
valve authority higher than 0.5 and therefore improved
control). However, this will increase the total pressure and
should be checked by the system designer for compatibility
with available pump heads, etc. The ideal authority is 0.5 with
a preferred range of between 0.4 and 0.7.

P max(bar)
25 i
n EN-GJS-400-18-LT (GGG 40.3) PN 25
CuSn5ZnPb (Rg5) PN 25

20

15

10

0 40 80 120 60 200 t(°C)

150

Maximum allowed operating pressure as a function of medium temperature (according to EN 1092-2 and EN 1092-3).
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Split characteristic

1.0

0.8 /

0.6
/

0.4

/|
/

o/

flow %

L

0

0 0.1 02 03 04 05 06 0.7 08 09 1.0
stroke %

Fast and stable regulation also at small flow rates. Less temperature oscillation.

Dimensions

=]l
H

J

!
B

O

VM 2+ AMV(E) 10 VM 2+ AMV(E) 13 VM 2 + AMV(E) 20/30, 23/33
Type H, (mm) H, (mm) H; (mm) H, (mm) Hg (mm) L, (mm) L, (mm) L; (mm) SW (mm) legﬁ V\I(eklg)ht
VM 215 33 70 163 166 176 65 139 120 30 G %A 0.80
VM 2 20/4.0 33 70 163 166 176 70 154 131 37 G1A 0.83
VM 2 20/6.3 33 70 163 166 176 70 154 131 37 G1A 0.83
VM 225 38 70 163 166 176 75 159 145 46 G1%A 0.98
VM 232 38 70 163 166 176 100 184 177 63 G1%A 1.18
VM 232 38 70 163 166 176 100 184 182 63 G1%A 1.22
VM 2 40 38 88 - - 194 110 244 200 64 G2A 234
VM 250 44 88 - - 194 130 298 244 81 G2%A 3.25
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M30x1,5
‘ AMV(E)
3 AMV(E) 20/23;
sw | Type DN ks (m”/h) 10/13 AMV(E)
T 30/33
D! /B { VM 2 15 02540 ves ves
e .
‘ T VM 2 20 4.0 yes yes
T [ VM 2 20 6.3 yes yes
L1 VM 2 25 6.3-8.0 yes yes
L Na VM 2 32 10 yes yes
— VM 2 40 16 no yes
- L3 VM 2 50 25 no yes
i Il # ‘ e
o U] o
o S
\ 7 ! ]
-
L -t
Weld-on tailpieces Tailpieces with external threads
Weld on Ext. thread
DN G(") @d (mm) L (mm) Weight (kg) DN G(") R(") L (mm) Weight (kg)
15 % 15 35 0.18 15 % % 255 0.18
20 1 20 40 0.26 20 1 Ya 28.5 0.26
25 1% 27 40 0.38 25 1Y% 1 33 0.38
32 1% 35 40 0.48 32 1% 1% 365 0.62
32 1% 37 40 0.48
32 1% 1% 365 0.62
40 2 40 65 0.90
50 2% 50 82 1.70 40 2 1% 43 0.90
50 2% 2 55 1.70
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M30x1,5
L —

T
- ] 9]
o
L
s
-
_ ——
VB2 +AMV(E) 10 VB2 +AMV(E) 13 VB2 + AMV(E) 20/30, 23/33
Type H; (mm) Hy (mm) H3z (mm) Hy(mm) L (mm) DC (mm) d (mm) n (mm) Weight (kg)
VB215 99 192 195 205 130 65 14 4 3.40
VB 220 99 192 195 205 150 75 14 4 4.23
VB225 929 192 195 205 160 85 14 4 4.65
VB 232 123 - - 229 180 100 18 4 8.40
VB 240 123 - - 229 200 110 18 4 9.24
VB 250 123 - - 229 230 125 18 4 1091
Type DN Kk, (m3/h) AMV(E) 10/13 AMV(E) 20/23; AMV(E) 30/33
VB2 15-25 0.25-10 yes yes
VB2 32-50 16-40 no yes
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Certificates, declarations and approvals

The list contains all certificates, declarations, and approvals for this product type. Individual code number may have some or all of these
approvals, and certain local approvals may not appear on the list.

When you click on the link you will be directed to the latest version of the ‘Declaration of Conformity". Products developed and sold
before this date of issue conform to the directives/standards in force at the time of their sale.

Approval type
EAC Declaration

UA Declaration

Export Control Declaration

Pressure Safety Certificate

Pressure Safety Certificate

Pressure Safety Certificate

EU Declaration

Title

EACKZ 7100841.13.12.02339

Danfoss UA 10.01.23 Heat

Control Valves

Motorized control valves

Certificate B (UA.TR.131.B.2655-

26) Control valves

Certificate D (UA.TR.131.B.2655-

26) Control valves

Declaration Control valves

PLO8-

28 230612EN0854103_EU

declaration of

conformity_rev6_Control

Valves.docx.pdf
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Issuer

EAC - Eurasian Customs Union

Danfoss

Danfoss

Academtest LLC

Academtest LLC

Danfoss

Danfoss

Approval topic
MD

Pressure

Pressure

Pressure

Pressure

Al568156307523en-010101


https://assets.danfoss.com/approvals/latest/257236/ID452642446630-0101.pdf
https://assets.danfoss.com/approvals/latest/285308/ID460239976523-0101.pdf
https://assets.danfoss.com/approvals/latest/494485/ID526636695248-0101.pdf
https://assets.danfoss.com/approvals/latest/583089/ID556942738218-0101.pdf
https://assets.danfoss.com/approvals/latest/583091/ID556945380219-0101.pdf
https://assets.danfoss.com/approvals/latest/583092/ID556945841220-0101.pdf
https://assets.danfoss.com/approvals/latest/583634/ID557555203553-0101.pdf
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Contact details
Online support

Danfoss offers a wide range of support along with our products, including digital information, software, mobile apps and expert
guidance. See the possibilities below.

The Danfoss Design center

Discover the Design Center, our advanced digital platform that streamlines product selection. With integrated tools and enhanced type
pages, it's simpler than ever to access product information and documentation, and to select the right products. Check the availability
of Danfoss products at partner locations and enjoy seamless transitions from selection to purchase with our basket-to-basket
functionality. Whether you're buying from our distributors or directly from the Product Store, the Design Center simplifies your
experience. Learn more at: designcenter.danfoss.com.

\_@l The Danfoss product store
The Danfoss Product Store is a one-stop shop available 24/7 for our customers, no matter where you are in the world or what area of

industry you work in. Browse our catalog, check product details and documentation, view your prices and product availability, and
quickly finalize your purchase. Start browsing at: store.danfoss.com.

Danfoss Partner Portal/Product Data tool

Designed to support you with easy access to product data extracts, essential resources, tools, and information. The Partner Portal
provides a centralized hub for product documentation, training materials, marketing assets, and technical support, ensuring you have
everything you need to succeed and grow your business with Danfoss. The Partner Portal is available 24/7 at: partner.danfoss.com and
is ready to support your business.

Find technical documentation

Find technical documentation you need to get your project up running. Get direct access to our official collection of data sheets,
certificates and declarations, manuals and guides, 3D models and drawings, case stories, brochures, and much more. Start searching
now at: documentation.danfoss.com.

@ Danfoss Learning

Danfoss Learning is a free online learning platform. It features courses and materials specifically designed to help engineers, installers,
service technicians, and wholesalers better understand the products, applications industry topics, and trends that will help you do your
job better. Find your local Danfoss website here: learning.danfoss.com.

Get local information and support

Local Danfoss websites are the main sources for help and information about our company and products. Find product availability, get
the latest reginal news, or connect with a nearby expert - all in your own language. Find your local Danfoss website here: danfoss.com.

Danfoss A/S

Climate Solutions . danfoss.com . +45 7488 2222

Any information, including, but not limited to information on selection of product, its application or use, product design, weight, dimensions, capacity or any other technical data in
product manuals, catalogues description, advertisements, etc. and whether made available in writing, orally, electronically, online or via download, shall be considered informative, and
is only binding if and to the extent, explicit reference is made in a quotation or order confirmation. Danfoss cannot accept any responsibility for possible errors in catalogues, brochures,
videos and other material. Danfoss reserves the right to alter its products without notice. This also applies to products ordered but not delivered provided that such alterations can be
made without changes to form, fit or function of the products. All trademarks in this material are property of Danfoss A/S or Danfoss group companies. Danfoss and the Danfoss logo are
trademarks of Danfoss A/S. All rights reserved.
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https://designcenter.danfoss.com/
https://store.danfoss.com/en/
https://partner.danfoss.com/
https://documentation.danfoss.com/
https://www.danfoss.com/en/service-and-support/learning/
https://www.danfoss.com/en/

